
�„��Custom Designed For  NON CDL Trucks!
�„��15,000 LB., and 20,000 LB. Models Available
�„��Cable Hoist For 108” - 120” Clean CA, Single Axle Trucks
�„��Accommodates 12’ - 16’ Containers, Flatbeds And Detachable Truck Bodies
�„��Optimum GVWR of 17,500 - 26,000 lbs.
�„��Extendable Tail type for high pile dump applications

HOISTS

Under CDL Roll-Off Hoist
15,000 - 20,000 LB.

Capacity Models
15,000 - 20,000 LB.

Capacity Models



HOIST MODEL HRP-15 HRP-15-EX HRP-20 HRP-20-EX

A-CAB TO HOIST 11” 11” 14” 14”

B-DUMP ANGLE 52 DEG. 52 DEG. 52 DEG. 52 DEG.

C-FRAME TO GROUND HEIGHT (A) (A) 38” MAX. 42” MAX 38” MAX. 42” MAX.

D-CAB TO AXLE 108” 108” 126” 126”

E-HOIST LENGTH 188” 188” 204” 204”

F-APPROX. HEIGHT ABOVE FRAME 112” 112” 122” 122”

RATED CAPACITY 15,000 LBS 15,000 LBS 20,000 LBS 20,000 LBS

LIFT CYLINDERS 4” X 2” X 48” 4” X 2” X 48” 5” X 2-1/2” X 60” 5” X 2-1/2” X 60”

REEVE CYLINDERS 4” X 2” X 48” 4” X 2” X 48” 5” X 2-1/2” X 60” 5” X 2-1/2” X 60”

EXTENDABLE TAIL CYLINDER NA 2-1/2” X 1” X 36” NA 2-1/2” X 1” X 36”

CABLE IWRC6X25 5/8” 5/8” 5/8” 5/8”

RECOMMENDED CONTAINER
LENGTH (C) 12’ - 14’ 12’ - 14’ 12’ - 16’ 12’ - 16’

APPROX. WEIGHT 3,000 LBS 3,100 LBS 3,800LBS 3,900 LBS

RECOMMENDED CHASSIS SPECIFICATIONS

HOIST MODEL HRP-15 HRP-15-EX HRP-20 HRP-20-EX

FRONT AXLE (GAWR) 8,500 LBS 8,500 LBS 10,000 LBS 10,000 LBS

REAR AXLE (GAWR) 17,500 LBS 17,500 LBS 23,000 LBS 23,000 LBS

CHASSIS FRAME 50,000 PSI 50,000 PSI 50,000 PSI 50,000 PSI

RUDCO RESERVES THE RIGHT TO REVISE, AMEND AND IMPROVE IT’S EQUIPMENT WITHOUT NOTICE

CORPORATE OFFICE: 114 E. Oak Rd. • Vineland, NJ 08360 • Ph:1.856.691.0800 • Fax: 1.856.696.0084
MAILING ADDRESS:  P.O. Box 705 • Vineland, NJ 08362

(A) FRAME IS THE TOP OF THE TRUCK CHASSIS RAILS

(B) FACTORY TESTED WITH THE RECOMMENDED 
CONTAINER LENGTH AND WATER LEVEL LOAD

(C) WHEN RECOMMENDING CONTAINER LENGTHS, 
WEIGHT DISTRIBUTION AND OVERHANG ARE FACTORS

HOISTS
Mini Roll-Off Hoist
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