
COMPACTORS

Roll-Off Octagon CompactionRoll-Off Octagon Compaction

40 Yard Shown

Ideal for use with 
stationary compactors 

of all types.



STANDARD DECK
 3/16” PL. Floor Sheet 
 3” Structural Channel on 20” Centers
 3/16” PL. Gussets on every other Cross Member
 6” x 2” x 3/16” Tube One Piece Main Rail
 Two 8” diameter x 10” LG. Rear and Two 8” diameter x 5” LG. 

Front Heavy Duty Wheels
 4” OD x 6” LG Front Roller w/1½” Pin and Grease Fitting
 1” Certifi ed Hook Plate 6” x 15” (w/lifetime guarantee)
 1¼” Certifi ed Plate Cable Hook (w/lifetime guarantee)
 1½” Plate Solid Bullnose
FRONT AND SIDES
 7 Ga. Sheet
 Two Fire Ports
 8” Taper Front to Rear
 Two 6” Vertical Bulkhead Stiffeners
REAR CORNER POST
 Latch Side 4” x 3” x 3/16” Tube
 Hinge Side 4” x 3” x 3/16” Tube

REAR DOOR
 11 Ga. Sheet w/4” x 3” x 11 

Ga. Tube Frame and 3/8” Safety 
Chain

 Hinges ½” x 7” x 9” and ½” x 3” x 
9” Plates with 2” OD Mechanical 
Tube Bushings with Grease 
Fittings and

 1-3/16” Cold Rolled Pin
 Compactor Door Opening Hooks
DOOR LOCK
 Vertical Lift Handle System. Semi-

automatic Cam Locking System 
with cams and Self- Aligning 
Keeper. The Vertical Lift Handle 
is securely welded to a cam style 
for easy operation. Handle is secured by a ¾” solid pin, 180° turn keyway 
locking system.
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CONTAINERS
Octagon Compaction
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Container Size Height(A) OA Height Outside 
(B)

Outside Width (C) Deck Length Overall Length(D) Approximate 
Weight

21yd 90” 104” 96” 144” 153” 3,900 lbs
28yd 90” 104” 96” 192” 201” 5,160 lbs
32yd 90” 104” 96” 216” 225” 5,830 lbs
40yd 90” 104” 96” 264” 273” 7,130 lbs
42yd 94” 108” 96” 264” 273” 7,210 lbs
45yd 90” 104” 96” 288” 297” 7,465 lbs


